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Non-contact Infrared Forehead Thermometer

Dear customer,

We thank you for having purchased Microlife FR1DZ1, the thermometer that takes a
fast, precise body temperature reading from a distance.

Microlife FR1DZ1 is a high quality product incorporating the latest technology and test-
ed in accordance with international standards. With its unique technology, the
Microlife FR1DZ1 can provide a stable, heat-interference-free reading with each meas-
urement. The instrument performs a self-test every time it is switched on to always
guarantee the specified accuracy of measurement.

The Microlife FR1DZ1 allows a simple and quick measurement of body temperature.
Please keep in mind that, like any skin temperature, the temperature at the forehead
and temporal area might differ from the core body temperature (e.q. obtained by rectal
measurement). For example a basic physiologic effect called vasoconstriction can oceur
in the early stages of fever, resulting in a cool skin effect, so the recorded temperature
using a forehead thermometer may be suspiciously low. If the measurement result is
not consistent with the patient’s finding or suspiciously low, repeat the measurement
every 15 minutes or double check the result by another core body temperature meas-
urement, e.g. use an infrared — eardrum thermometer or a rectal pen-type thermometer,
Skin temperature of babies reacts very quickly to the ambient temperature. Therefore,
do not take a measurement while or after nursing, as the skin temperature may be
lower than the core temperature.
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1. Features

Non-contact Measurement within seconds
The innovative infrared sensor measures temperature without even touching the sub-
ject for a safe and sanitary measurement within seconds.

Human and Object Measurement
Conveniently measures the temperature of a human being or an object with its sliding
switch.

Customized and Localized Option of Measurement

Reference site selection function enables you to take measurement for readings com-
parable to readings taken at conventional measuring sites (rectal, oral, axillar) with a
common pen-type thermometer.

Tracking light
Blue tracking light easily keeps you concentrated to the measured area while scanning
the forehead above the eye brow with the thermometer at a distance.







